
 
 
 
 

 

Product Code: BY-1010 

Product Name: Paint Remover 

Product Properties: Anilox Roller Cleaner (Water-Based Ink Remover) 

 

DEFINITION 

• Paint Remover BY-1010 is a water-based cleaning product developed for 

removing water-based ink residues from anilox rollers after printing 

processes. 

• It provides effective cleaning while helping to preserve roller surface 

quality. 

 

TECHNICAL SPECIFICATIONS 

Appearance Blurred Transparent 

Viscosity (Din4/25°C) 25-40 s. 

pH 11,5 ± 0,5 

Active Solid Content (%) 60 ± 1 

Odour Characteristic 

 

APPLICATION 

• Paint Remover BY-1010 is suitable for cleaning anilox rollers used in 
flexographic printing processes. 

• Dilute the product with water at a ratio of 1:1 before use 

• Apply the diluted product evenly onto the roller surface. 

• For dried or long-standing ink residues, allow the product to act for 5–10 
minutes before cleaning. 

• Clean the roller thoroughly after the waiting period to obtain optimal 
results. 

 

STORAGE 

• The product has a shelf life of 6 months when stored in its original, 
unopened packaging under cool, dry conditions and protected from direct 
sunlight. 

Technical Data Sheet - UltraWash 


